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Technical Specifications 

Length 12,991 mm 

Width 2,550 mm 

Height 4,000 mm 

Wheelbases 5,740 mm + 1,500 mm 

Front overhang 2,478 mm 

Rear overhang 3,273 mm 

Standing height upper deck 1,694 mm 

Standing height lower deck 1,878 mm 

Seats upper deck 52 

Seats lower deck 26 + 2 tip-up seats 

Total passenger capacity 133 

Air-conditioning Thermo King TDD-C 

Auxiliary heating Webasto 
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Engine Cummins ISL 

Type Six cylinder in-line 

Exhaust treatment EGR, SCR, DPF 

Displacement 8.9 l 

Power rating 283 kW (380 PS) 

Gearbox ZF EcoLife 

Front axle ZF RL 75 A 

Drive axle ZF AV 132 

Trailing axle ZF RL 75 A 

Tyre size 305/70 R22.5 

Turning circle 22.3 m 

Gross vehicle weight 26,000 kg 



Interior & exterior views 
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Contact for media enquiries 

Stefan Baguette 

Group Market Analyst 
Alexander Dennis Limited 
9 Central Boulevard 
Central Park 
Larbert 
FK5 4RU 
United Kingdom 

T +44 1324 678047 
M +44 7557 107935 

stefan.baguette@alexander-dennis.com 

www.alexander-dennis.com 
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